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 The platting of a street with a single point of ingress and egress may have a length that exceeds the design 

standard of 800 feet for urban subdivisions, or 1,200 feet for suburban subdivisions, provided one of the 

following conditions exists: 

 

 (1) The configuration of the subdivider's ownership prevents the development of an alternate circulation 

system. 

 

(2) There exists man-made or natural topographical limitations (e.g. golf courses, lakes and floodways) 

that dictate a long cul-de-sac. 

 

(3)  A 36-foot wide rock road is installed for a street in a suburban subdivision with a single point of 

ingress and egress and the plat includes stub streets or a contingent street right-of-way to provide 

future access to adjoining tracts. In this instance, the cul-de-sac street shall not exceed 2,640 feet. 

 

(4)  An overall preliminary plat (Article 4, Part 4) indicates the eventual continuation of the street to 

connect with an existing street, in which case a maximum street length of 2,640 feet is permitted in 

a final plat that is a portion of the overall preliminary plat. 

 

Emergency access easements shall be dedicated to mitigate the concerns regarding emergency access 

that are created by cul-de-sac streets that exceed 800 feet in length in urban subdivisions or 1,200 feet in 

length in suburban subdivisions.  A guarantee shall be submitted by the subdivider that assures the 

construction of an all-weather roadway surface within an emergency access easement along with all 

planned access points to adjacent public or private street systems.  The subdivider shall also guarantee 

any required gating, fencing or special signing necessitated by the platting of an emergency access 

easement. 

 

 For urban-scale subdivisions, cul-de-sac streets that serve more than 24 dwelling units, or other streets 

that serve more than 48 lots, including dwelling units provided access by way of short "circles" and "courts" 

that emanate from the cul-de-sac street, shall be platted with 64 feet of street right-of-way. A guarantee for 

construction of a 35-foot wide paved roadway shall be required.  For single-family areas, the number of 

dwelling units being served by a 58-foot street right-of-way may be increased to 32 for a cul-de-sac or 64 

for a loop street, if the average width of  lots on the spine of the cul-de-sac is 90 feet or greater.  The width 

of lots around the bulb of the cul-de-sac turnaround shall not be counted when calculating average lot 

width.  A lot's width shall be measured at the front yard building setback line. 

 

(S) Street names shall not be used that will duplicate or be confused with the names of existing streets.  

Existing street names shall be used where they are, or would be, logical extensions of existing streets even 

though separated by undeveloped land.  Street names, except for existing streets, shall be limited to a 

maximum of 12 characters, exclusive of prefixes and suffixes, and are subject to the approval of the 

Planning Commission. 

 

(T) When a street is platted with a single point of ingress and egress (cul-de-sac), its street name shall include 

either the "circle" or "court" suffix.  The "circle" suffix  shall be used when the cul-de-sac is an extension or  

 continuation of a street.  The "court" suffix shall be used when the cul-de-sac emanates from a street at a 

near right angle.  (See Attachment 10) 




